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SNA lifting anchors

SNA lifting anchors are mainly used for precast 
concrete lifting anchors. The internally threaded 
socket of the anchor is attached to a straight or 
spherical rebar for anchoring. Due to its construction 
the anchor is especially suitable for thin items such 
as walls, balcony plates, stair elements, as well as 
sandwich panels.
 
Anchors are available for different operating conditions 
galvanized, stainless steel or acid-proof threaded sockets, the 
rebar is untreated. The length and thickness of the anchoring 
steel of the anchor can be converted to your particular needs, 
but in this case must be taken into account that the value of the 
load may change.

For sandwich elements a suitable lifting anchor, has been 
designed where the anchor steel is shaped. For fastening to 
the formwork we have a wide range of tools, such as Magnetic 
holder HM4 for steel formwork, nailing plate TPK and TPM 
wooden formwork.

The anchors that remain exposed in the concrete structures 
can, after their use, be covered with the covering caps designed 
for this purpose, which are available in several color options 
according to the color of the concrete surface.
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Product 
no 

Load 
t

Size           
d x h 

D 
mm 

c 
mm 

e 
mm 

Packaging
units

0100 0,5 Rd 12 x 190 16 8 22 250 

0102 0,8 Rd 14 x 230 20 10 25 200 

0104 1,2 Rd 16 x 250 22 12 27 100 

0106 1,6 Rd 18 x 300 25 14 34 100 

0108 2,0 Rd 20 x 350 27 16 35 50 

0112 2,5 Rd 24 x 400 31 16 43 50 

0116 4,0 Rd 30 x 500 38 20 56 1 

0118 4,0 Rd 30 x 900 38 20 56 1 

0120 6,3 Rd 36 x 650 48 25 69 1 

0122 6,3 Rd 36 x 900 48 25 69 1 

0124 8,0 Rd 42 x 800 54 28 80 1 

0126 12,5 Rd 52 x 900 70 28 90 1 

With stainless threaded socket

Lifting anchor SNA

Lifting anchor SNA-E

With galvanized threaded socket

SNA lifting anchors 

SNA lifting anchors 

Product 
no 

Load 
t

Size           
d x h 

D 
mm 

c 
mm 

e 
mm 

Packaging
units

0100E 0,5 Rd 12 x 190 16 8 22 250

0102E 0,8 Rd 14 x 230 20 10 25 200

0104E 1,2 Rd 16 x 250 22 12 27 100

0106E 1,6 Rd 18 x 300 25 14 34 100

0108E 2,0 Rd 20 x 350 27 14 35 50

0112E 2,5 Rd 24 x 400 31 16 43 50

0116E 4,0 Rd 30 x 500 38 20 56 1

0118E 4,0 Rd 30 x 900 38 20 56 1

0119E 6,3 Rd 36 x 650 48 25 69 1

0122E 6,3 Rd 36 x 900 48 25 69 1

0124E 8,0 Rd 42 x 800 54 28 80 1

0126E 12,5 Rd 52 x 900 70 28 90 1
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