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Concrete Anchors

Concrete anchors are internally threaded anchors 
which are used in concrete structures for nearly all 
types of attachments, as well as for pre-cast concrete 
lifting. Concrete anchors can be used for braces during 
installation of the precast concrete units, fastening to 
balconies, railing attachments of stair units, etc., and 
for lifting elements like lifting of particularly, slabs, 
such as a balcony  elements.

Concrete anchors transfer the loads subjected to them by the 
adhesion on the body to the surrounding concrete. Types 310, 
410, 310H, 410H, 310R and 410R sizes M/Rd12 - M/Rd24 can be 
used as lifting anchors.

By their structure concrete anchors are internally threaded 
steel pipes or bars which are attached to the concrete by the 
transverse pin installed through the concrete anchor by extension 
of the caudal of the concrete anchor, (by compression). Concrete 
anchors are mounted either before the concrete is cured to the 
formwork or they are immersed into the surface of the concrete 
casing when pouring concrete. The related structural attachments 
are performed with screw taps or screws.

Concrete anchors are available, depending on operating 
conditions, manufactured of steel, untreated, galvanized, 
stainless (A2)or acid proof steel (A4). For formwork fastening 
we have a wide range of tools, such as Magnetic holder HM4 for 
steel formwork, nailing plate TPK and TPM wooden formworks. 
If you want the thread above the surface without recess, for 
wooden formworks instead of plastic nailing plates can be used 
concrete anchors with steel nailing plates, types 410.

The concrete anchors 
exposed in concrete 
structures can be cov-
ered after use by the 
cover plates designed 
for that purpose which 
has several color options 
according to the color of 
the concrete surface.



Salon Tukituote Oy | Kaskiahonkatu 8, FI-24280 SALO, FINLAND
Tel. +358 (0)2 731 2415, Fax +358 (0)2 733 3922, tukituote@tukituote.fi www.tukituote.fi

by
Approvals and quality 

documents:
Ask for more details 
from our sales staff.

Galvanized concrete anchor with cross pin and M-thread 

Concrete Anchor no 310 

Concrete Anchor no 310Zn

Untreated concrete anchor with cross pin and M-thread

Concrete Anchors

Concrete Anchors

Product 
no

Load 
t

Size 
d x h

D
mm

e
mm

Packing unit 
pcs

00400 0,96 M 10 x 45 8 18 200

00401 1,15 M 10 x 60 8 18 200

00402 1,08 M 12 x 50 10 22 150

00403 1,89 M 12 x 70 10 25 150

00404 1,08 M 16 x 50 10 22 150

00405 1,99 M 16 x 70 10 27 125

00406 2,70 M 16 x 90 10 27 100

00407 3,09 M 20 x 100 12 30 75

00408 4,00 M 20 x 120 12 30 50

00409 3,94 M 24 x 120 15 40 30

00410 5,22 M 24 x 150 15 40 20

For the load pulling capacity calculation value for concrete refer to C20/25.
Lifting capacities are found in the Concrete Anchor Manual.

For the load pulling capacity calculation value for concrete refer to C20/25.
Lifting capacities are found in the Concrete Anchor Manual.

Product 
no

Load 
t

Size 
d x h

D
mm

e
mm

Packing unit 
pcs

00500 0,96 M 10 x 45 8 18 200

00501 1,15 M 10 x 60 8 18 200

00502 1,08 M 12 x 50 10 22 150

00503 1,89 M 12 x 70 10 25 150

00504 1,08 M 16 x 50 10 22 150

00505 1,99 M 16 x 70 10 27 125

00506 2,70 M 16 x 90 10 27 100

00507 3,09 M 20 x 100 12 30 75

00508 4,00 M 20 x 120 12 30 50

00509 3,94 M 24 x 120 15 40 30

00510 5,22 M 24 x 150 15 40 20

2



Salon Tukituote Oy | Kaskiahonkatu 8, FI-24280 SALO, FINLAND
Tel. +358 (0)2 731 2415, Fax +358 (0)2 733 3922, tukituote@tukituote.fi www.tukituote.fi

by
Approvals and quality 

documents:
Ask for more details 
from our sales staff.

Concrete Anchor no 310R 

Stainless steel concrete anchor with cross pin and M-thread

Concrete Anchors

For the load pulling capacity calculation value for concrete refer to C20/25.
Lifting capacities are found in the Concrete Anchor Manual.

Product 
no

Load 
t

Size 
d x h

D
mm

e
mm

Packing unit 
pcs

00600 0,96 M 10 x 45 8 18 200

00601 1,15 M 10 x 60 8 18 200

00602 1,08 M 12 x 50 10 22 150

00603 1,89 M 12 x 70 10 25 150

00604 1,08 M 16 x 50 10 22 150

00605 1,99 M 16 x 70 10 27 125

00606 2,70 M 16 x 90 10 27 100

00607 3,09 M 20 x 100 12 30 75

00608 4,00 M 20 x 120 12 30 50

00609 3,94 M 24 x 120 15 40 30

00610 5,22 M 24 x 150 15 40 20

Concrete Anchor no 311Zn

Galvanized concrete anchor with cross bar and Rd thread

Concrete Anchors

For the load pulling capacity calculation value for concrete refer to C20/25.
Lifting capacities are found in the Concrete Anchor Manual.

Product 
no

Load 
t

Size 
d x h

D
mm

e
mm

Packing unit 
pcs

rd502 1,08 Rd 12 x 50 10 22 150

rd503 1,89 Rd 12 x 70 10 25 150

rd504 1,08 Rd 16 x 50 10 22 150

rd505 1,99 Rd 16 x 70 10 27 125

rd506 2,70 Rd 16 x 90 10 27 100

rd507 3,09 Rd 20 x 100 12 30 75

rd508 4,00 Rd 20 x 120 12 30 50

rd509 3,94 Rd 24 x 120 15 40 30

rd510 5,22 Rd 24 x 150 15 40 20
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Stainless steel Concrete Anchor with Rd-thread and cross bar

Concrete Anchor no 311R Concrete Anchors

For the load pulling capacity calculation value for concrete refer to C20/25.
Lifting capacities are found in the Concrete Anchor Manual.

Product 
no

Load 
t

Size 
d x h

D
mm

e
mm

Packing unit 
pcs

rd602 1,08 Rd 12 x 50 10 22 150

rd603 1,89 Rd 12 x 70 10 25 150

rd604 1,08 Rd 16 x 50 10 22 150

rd605 1,99 Rd 16 x 70 10 27 125

rd606 2,70 Rd 16 x 90 10 27 100

rd607 3,09 Rd 20 x 100 12 30 75

rd608 4,00 Rd 20 x 120 12 30 50

rd609 3,94 Rd 24 x 120 15 40 30

rd610 5,22 Rd 24 x 150 15 40 20

Concrete Anchor no 410 

Untreated concrete anchor with M-thread, cross bar and steel nailing plate

Concrete Anchors

For the load pulling capacity calculation value for concrete refer to C20/25.
Lifting capacities are found in the Concrete Anchor Manual.

Product 
no

Load 
t

Size 
d x h

D
mm

e
mm

Packing unit 
pcs

01001 1,08 M 12 x 50 10 22 150

01002 1,89 M 12 x 70 10 25 150

01003 1,08 M 16 x 50 10 22 150

01004 1,99 M 16 x 70 10 27 125

01005 2,70 M 16 x 90 10 27 100

01006 3,09 M 20 x 100 12 30 75

01007 4,00 M 20 x 120 12 30 50
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Galvanized concrete anchor with M-thread, cross bar and a steel nailing plate

Concrete Anchor no 410Zn Concrete Anchors

For the load pulling capacity calculation value for concrete refer to C20/25.
Lifting capacities are found in the Concrete Anchor Manual.

Product 
no

Load 
t

Size 
d x h

D
mm

e
mm

Packing unit 
pcs

01101 1,08 M 12 x 50 10 22 150

01102 1,89 M 12 x 70 10 25 150

01103 1,08 M 16 x 50 10 22 150

01104 1,99 M 16 x 70 10 27 125

01105 2,70 M 16 x 90 10 27 100

01106 3,09 M 20 x 100 12 30 75

01107 4,00 M 20 x 120 12 30 50

Concrete Anchor no 410R

Stainless concrete anchor with M-thread, cross bar and steel nailing plate

For the load pulling capacity calculation value for concrete refer to C20/25.
Lifting capacities are found in the Concrete Anchor Manual.

Product 
no

Load 
t

Size 
d x h

D
mm

e
mm

Packing unit 
pcs

01201 1,08 M 12 x 50 10 22 150

01202 1,89 M 12 x 70 10 25 150

01203 1,08 M 16 x 50 10 22 150

01204 1,99 M 16 x 70 10 27 125

01205 2,70 M 16 x 90 10 27 100

01206 3,09 M 20 x 100 12 30 75

01207 4,00 M 20 x 120 12 30 50

Concrete Anchors
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