
Lifting and fixing anchors
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Our selection includes a wide range of cast in lifting
and fixing anchors and accessories.

Anchors are divided into operating mode threaded anchors,
spherical anchor system (KK-system), spread anchor system 
(TPA-system) and the BS-Concrete Loop system.

• Thread system
•	 Lifting	Anchor	System	KK
•	 Lifting	Anchor	System	TPA
•	 Concrete	Loop	BS
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Concrete Anchors

Concrete anchors are internally threaded anchors 
which are used in concrete structures for nearly all 
types of attachments, as well as for pre-cast concrete 
lifting. Concrete anchors can be used for braces during 
installation of the precast concrete units, fastening to 
balconies, railing attachments of stair units, etc., and 
for lifting elements like lifting of particularly, slabs, 
such as a balcony  elements.

Concrete anchors transfer the loads subjected to them by the 
adhesion on the body to the surrounding concrete. Types 310, 
410, 310H, 410H, 310R and 410R sizes M/Rd12 - M/Rd24 can be 
used as lifting anchors.

By their structure concrete anchors are internally threaded 
steel pipes or bars which are attached to the concrete by the 
transverse pin installed through the concrete anchor by extension 
of the caudal of the concrete anchor, (by compression). Concrete 
anchors are mounted either before the concrete is cured to the 
formwork or they are immersed into the surface of the concrete 
casing when pouring concrete. The related structural attachments 
are performed with screw taps or screws.

Concrete anchors are available, depending on operating 
conditions, manufactured of steel, untreated, galvanized, 
stainless (A2)or acid proof steel (A4). For formwork fastening 
we have a wide range of tools, such as Magnetic holder HM4 for 
steel formwork, nailing plate TPK and TPM wooden formworks. 
If you want the thread above the surface without recess, for 
wooden formworks instead of plastic nailing plates can be used 
concrete anchors with steel nailing plates, types 410.

The concrete anchors 
exposed in concrete 
structures can be cov-
ered after use by the 
cover plates designed 
for that purpose which 
has several color options 
according to the color of 
the concrete surface.
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Galvanized concrete anchor with cross pin and M-thread 

Concrete Anchor no 310 

Concrete Anchor no 310Zn

Untreated concrete anchor with cross pin and M-thread

Concrete Anchors

Concrete Anchors

Product 
no

Load 
t

Size 
d x h

D
mm

e
mm

Packing unit 
pcs

00400 0,96 M 10 x 45 8 18 200

00401 1,15 M 10 x 60 8 18 200

00402 1,08 M 12 x 50 10 22 150

00403 1,89 M 12 x 70 10 25 150

00404 1,08 M 16 x 50 10 22 150

00405 1,99 M 16 x 70 10 27 125

00406 2,70 M 16 x 90 10 27 100

00407 3,09 M 20 x 100 12 30 75

00408 4,00 M 20 x 120 12 30 50

00409 3,94 M 24 x 120 15 40 30

00410 5,22 M 24 x 150 15 40 20

For the load pulling capacity calculation value for concrete refer to C20/25.
Lifting capacities are found in the Concrete Anchor Manual.

For the load pulling capacity calculation value for concrete refer to C20/25.
Lifting capacities are found in the Concrete Anchor Manual.

Product 
no

Load 
t

Size 
d x h

D
mm

e
mm

Packing unit 
pcs

00500 0,96 M 10 x 45 8 18 200

00501 1,15 M 10 x 60 8 18 200

00502 1,08 M 12 x 50 10 22 150

00503 1,89 M 12 x 70 10 25 150

00504 1,08 M 16 x 50 10 22 150

00505 1,99 M 16 x 70 10 27 125

00506 2,70 M 16 x 90 10 27 100

00507 3,09 M 20 x 100 12 30 75

00508 4,00 M 20 x 120 12 30 50

00509 3,94 M 24 x 120 15 40 30

00510 5,22 M 24 x 150 15 40 20

2
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Concrete Anchor no 310R 

Stainless steel concrete anchor with cross pin and M-thread

Concrete Anchors

For the load pulling capacity calculation value for concrete refer to C20/25.
Lifting capacities are found in the Concrete Anchor Manual.

Product 
no

Load 
t

Size 
d x h

D
mm

e
mm

Packing unit 
pcs

00600 0,96 M 10 x 45 8 18 200

00601 1,15 M 10 x 60 8 18 200

00602 1,08 M 12 x 50 10 22 150

00603 1,89 M 12 x 70 10 25 150

00604 1,08 M 16 x 50 10 22 150

00605 1,99 M 16 x 70 10 27 125

00606 2,70 M 16 x 90 10 27 100

00607 3,09 M 20 x 100 12 30 75

00608 4,00 M 20 x 120 12 30 50

00609 3,94 M 24 x 120 15 40 30

00610 5,22 M 24 x 150 15 40 20

Concrete Anchor no 311Zn

Galvanized concrete anchor with cross bar and Rd thread

Concrete Anchors

For the load pulling capacity calculation value for concrete refer to C20/25.
Lifting capacities are found in the Concrete Anchor Manual.

Product 
no

Load 
t

Size 
d x h

D
mm

e
mm

Packing unit 
pcs

rd502 1,08 Rd 12 x 50 10 22 150

rd503 1,89 Rd 12 x 70 10 25 150

rd504 1,08 Rd 16 x 50 10 22 150

rd505 1,99 Rd 16 x 70 10 27 125

rd506 2,70 Rd 16 x 90 10 27 100

rd507 3,09 Rd 20 x 100 12 30 75

rd508 4,00 Rd 20 x 120 12 30 50

rd509 3,94 Rd 24 x 120 15 40 30

rd510 5,22 Rd 24 x 150 15 40 20

3
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Stainless steel Concrete Anchor with Rd-thread and cross bar

Concrete Anchor no 311R Concrete Anchors

For the load pulling capacity calculation value for concrete refer to C20/25.
Lifting capacities are found in the Concrete Anchor Manual.

Product 
no

Load 
t

Size 
d x h

D
mm

e
mm

Packing unit 
pcs

rd602 1,08 Rd 12 x 50 10 22 150

rd603 1,89 Rd 12 x 70 10 25 150

rd604 1,08 Rd 16 x 50 10 22 150

rd605 1,99 Rd 16 x 70 10 27 125

rd606 2,70 Rd 16 x 90 10 27 100

rd607 3,09 Rd 20 x 100 12 30 75

rd608 4,00 Rd 20 x 120 12 30 50

rd609 3,94 Rd 24 x 120 15 40 30

rd610 5,22 Rd 24 x 150 15 40 20

Concrete Anchor no 410 

Untreated concrete anchor with M-thread, cross bar and steel nailing plate

Concrete Anchors

For the load pulling capacity calculation value for concrete refer to C20/25.
Lifting capacities are found in the Concrete Anchor Manual.

Product 
no

Load 
t

Size 
d x h

D
mm

e
mm

Packing unit 
pcs

01001 1,08 M 12 x 50 10 22 150

01002 1,89 M 12 x 70 10 25 150

01003 1,08 M 16 x 50 10 22 150

01004 1,99 M 16 x 70 10 27 125

01005 2,70 M 16 x 90 10 27 100

01006 3,09 M 20 x 100 12 30 75

01007 4,00 M 20 x 120 12 30 50

4
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Galvanized concrete anchor with M-thread, cross bar and a steel nailing plate

Concrete Anchor no 410Zn Concrete Anchors

For the load pulling capacity calculation value for concrete refer to C20/25.
Lifting capacities are found in the Concrete Anchor Manual.

Product 
no

Load 
t

Size 
d x h

D
mm

e
mm

Packing unit 
pcs

01101 1,08 M 12 x 50 10 22 150

01102 1,89 M 12 x 70 10 25 150

01103 1,08 M 16 x 50 10 22 150

01104 1,99 M 16 x 70 10 27 125

01105 2,70 M 16 x 90 10 27 100

01106 3,09 M 20 x 100 12 30 75

01107 4,00 M 20 x 120 12 30 50

Concrete Anchor no 410R

Stainless concrete anchor with M-thread, cross bar and steel nailing plate

For the load pulling capacity calculation value for concrete refer to C20/25.
Lifting capacities are found in the Concrete Anchor Manual.

Product 
no

Load 
t

Size 
d x h

D
mm

e
mm

Packing unit 
pcs

01201 1,08 M 12 x 50 10 22 150

01202 1,89 M 12 x 70 10 25 150

01203 1,08 M 16 x 50 10 22 150

01204 1,99 M 16 x 70 10 27 125

01205 2,70 M 16 x 90 10 27 100

01206 3,09 M 20 x 100 12 30 75

01207 4,00 M 20 x 120 12 30 50

Concrete Anchors

5



Salon Tukituote Oy | Kaskiahonkatu 8, FI-24280 SALO, FINLAND
Tel. +358 (0)2 731 2415, Fax +358 (0)2 733 3922, tukituote@tukituote.fi www.tukituote.fi

Approvals and quality 
documents:

Ask for more details 
from our sales staff.

by

• Fixing socket PVA, galvanized, a transverse hole
• Fixing socket PVA-R, stainless steel, a transverse hole
• Fixing socket PVA-H,  galvanized
• Fixing socket PVA-HR, stainless
• Fixing socket PVA-T, galvanized, bended end 
• Fixing socket PVA-TR, stainless, bended end 
• Fixing socket PVA-N, galvanized, with nailing plates and a transverse hole 
• Fixing socket PVA-NR, stainless, with nailing plates and a transverse hole 
• Fixing socket PVA-NH, galvanized, with a nailing plate and cross pin 
• Fixing socket PVA-NHR, stainless,with a nailing plate and cross pin 
• Fixing socket PVA-W, galvanized, with a wavy adhesion 
• Fixing socket PVA-WE, stainless with a wavy adhesion 
• Fixing socket PVA-WN, galvanized, with a wavy adhesion and nailing plate 
• Fixing socket PVA-WNR, stainless with a wavy adhesion and nailing plate

Fixing sockets

Fixing sockets are internally threaded anchors 
which are used in concrete structures with various 
fastenings. Fixing sockets are used, for example for 
pillars, supports, stair units, rail fastenings and for 
lighting and ceiling suspensions, etc.

Fixing sockets are available, depending on operating conditions, 
made of galvanized,  stainless steel (A2) or acid proof steel (A4).
Casting anchors transfer the concrete with the adhesion at the 
end of the body.

Fixing sockets are available manufactured with various forms of 
anchorings, depending on the desired installation method,
available space, etc

For fastening the anchor to steel formwork we recommend the 
HM4 Magnetic holder. We offer a variety of protective caps for 
protection of the thread during concrete pouring and to prevent 
access of snow and ice to the thread. Colored cover caps are 
available where the thread will be hidden after use.
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Stainless steel, a transverse hole

Fixing socket PVA 

Fixing socket PVA-R 

Product 
no 

Load 
t

Size           
d x h 

D
mm

e
mm

Packaging
units

0700E 0,10 M 6 x 35 6 10 500

0701E 0,10 M 6 x 40 6 10 500

0726E 0,20 M 8 x 40 6 10 500

0703E 0,20 M 8 x 50 6 10 500

0728E 0,35 M 10 x 45 6 10 100

0707E 0,35 M 10 x 60 6 10 100

0730E 0,50 M 12 x 55 10 15 100

0731E 0,50 M 12 x 60 10 15 100

0732E 0,50 M 12 x 70 10 15 100

0734E 1,00 M 16 x 80 12 17 50

0736E 1,00 M 16 x 100 12 17 50

0737E 1,00 M 16 x 120 12 17 50

0738E 1,25 M 20 x 100 13 25 25

0740E 1,68 M 24 x 120 17 29 25

Galvanized, a transverse hole

Product 
no 

Load 
t

Size           
d x h 

D
mm

e
mm

Packaging
units

0700 0,10 M 6 x 35 6 10 500

0702 0,20 M 8 x 40 6 10 500

0703 0,20 M 8 x 50 6 10 500

0704 0,35 M 10 x 45 6 10 500

0705 0,35 M 10 x 50 6 10 500

0706 0,35 M 10 x 60 6 10 500

0708 0,50 M 12 x 55 10 15 500

0710 0,50 M 12 x 65 10 15 500

0711 0,50 M 12 x 80 10 15 500

0870 0,50 M 16 x 50 X 17 250

0713 1,00 M 16 x 70 10 17 250

0712 1,00 M 16 x 80 12 17 250

0714 1,00 M 16 x 100 12 17 250

0715 1,00 M 16 x 120 12 17 250

0716 1,25 M 20 x 100 13 25 150

0718 1,25 M 20 x 120 13 25 150

0794 1,25 M 20 x 150 13 25 150

0725 1,25 M 20 x 240 13 25 250

0720 1,68 M 24 x 120 17 29 100

0721 1,68 M 24 x 150 17 29 100

0723 2,20 M 30 x 150 22 56 50

Fixing socket

Fixing socket

2
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Stainless

Product 
no 

Load 
t

Size           
d x h 

D
mm

Packaging
units

0700EQ 0,10 M 6 x 40 6 x 50 500

0726EQ 0,20 M 8 x 40 6 x 50 500

0723EQ 0,20 M 8 x 50 6 x 50 500

0769EQ 0,35 M 10 x 45 6 x 50 500

0770EQ 0,50 M 12 x 55 10 x 50 500

0771EQ 0,50 M 12 x 60 10 x 50 500

0772EQ 0,50 M 12 x 70 10 x 50 500

0774EQ 1,00 M 16 x 80 10 x 100 250

0776EQ 1,00 M 16 x 100 10 x 100 250

0777EQ 1,00 M 16 x 120 10 x 100 250

0778EQ 1,25 M 20 x 100 12 x 100 150

0779EQ 1,25 M 20 x 120 12 x 100 150

0780EQ 1,68 M 24 x 120 16 x 100 100

Galvanized

Product 
no 

Load 
t

Size           
d x h 

D
mm

Packaging
units

0751 0,10 M 6 x 35 6 x 50 500 

0781 0,20 M 8 x 40 6 x 50 500

0782 0,20 M 8 x 50 6 x 50 500

0750 0,35 M 10 x 45 6 x 50 500

0753 0,35 M 10 x 50 6 x 50 500

0752 0,35 M 10 x 60 6 x 50 500

0754 0,50 M 12 x 55 10 x 50 500

0755 0,50 M 12 x 65 10 x 50 500 

0756 0,50 M 12 x 70 10 x 50 500

0758 1,00 M 16 x 80 10 x 100 250

0760 1,00 M 16 x 100 10 x 100 250

0759 1,00 M 16 x 120 10 x 100 250

0762 1,25 M 20 x 100 13 x 100 150

0764 1,25 M 20 x 120 13 x 100 150

0766 1,68 M 24 x 120 17 x 100 100

0782 2,20 M 30 x 150 22 x 100 50

Fixing socket PVA-H 

Fixing socket PVA-HR 

Fixing socket

Fixing socket

3
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Stainless, bended end

Product 
no 

Load 
t

Size           
d x h 

Packaging
units

0800E 0,20 M 8 x 30 500

0795E 0,30 M 10 x 35 500

0804E 0,40 M 12 x 45 500

0810E 0,40 M 12 x 70 500

0806E 1,00 M 16 x 60 250

0814E 1,00 M 16 x 80 250

0816E 1,00 M 16 x 100 250

Galvanized, bended end

Product 
no 

Load 
t

Size           
d x h 

Packaging
units

0800 0,20 M 8 x 30 500 

0790 0,20 M 8 x 35 500

0801 0,20 M 8 x 50 500

0802 0,30 M 10 x 35 500 

0817 0,30 M 10 x 45 500

08171 0,30 M 10 x 60 500

0804 0,40 M 12 x 45 500 

0791 0,40 M 12 x 55 500

0806 1,0 M 16 x 60 250 

0809 1,0 M 16 x 80 250

0808 1,0 M 16 x 90 250

0807 1,0 M 16 x 100 250

0784 1,0 M 16 x 250 250

0820 1,25 M 20 x 70 150

0822 1,25 M 20 x 100 150

0818 1,68 M 24 x 80 100

Fixing socket PVA-T 

Fixing socket PVA-TR 

Fixing socket

Fixing socket

4
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Stainless, with nailing plates and a transverse hole

Galvanized, with nailing plates and a transverse hole

Product 
no 

Load 
t

Size           
d x h 

Tube D 
mm

Hole a 
mm

Plate Dd 
mm

Pd  
mm

g  
mm

Packaging
units

0702NE 0,20 M 8 x 40 10,5 6,2 34 1-2 8 500

0706NE 0,35 M 10 x 60 13,5 6,2 34 1-2 12 500

0709NE 0,50 M 12 x 60 17,0 10,0 40 1-2 15 500

0710NE 0,50 M 12 x 65 17,0 10,0 40 1-2 15 500

0712NE 1,00 M 16 x 80 21,3 12,2 44 1-2 22 250

0714NE 1,00 M 16 x 100 21,3 12,2 44 1-2 22 150

0716NE 1,25 M 20 x 100 26,9 13,0 48 1-2 22 150

0720NE 1,68 M 24 x 120 33,7 17,0 57 1-2 25 100

Product 
no 

Load 
t

Size           
d x h 

Tube D 
mm

Hole a 
mm

Plate Dd 
mm

Pd  
mm

g  
mm

Packaging
units

0702N 0,20 M 8 x 40 10,5 6,2 34 1-2 8 500

0706N 0,35 M 10 x 60 13,5 6,2 34 1-2 12 500

0709N 0,50 M 12 x 60 17,0 10,0 40 1-2 15 500

0710N 0,50 M 12 x 65 17,0 10,0 40 1-2 15 500

0712N 1,00 M 16 x 80 21,3 12,2 44 1-2 22 250

0714N 1,00 M 16 x 100 21,3 12,2 44 1-2 22 150

0716N 1,25 M 20 x 100 26,9 13,0 48 1-2 22 150

0720N 1,68 M 24 x 120 33,7 17,0 57 1-2 25 100

Fixing socket PVA-N 

Fixing socket PVA-NR

Fixing socket

Fixing socket

5
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Stainless,with a nailing plate and cross pin

Galvanized, with a nailing plate and cross pin

Product 
no 

Load 
t

Size           
d x h 

Tube D 
mm

Pin a 
mm

Plate Dd 
mm

Pd 
mm

g 
mm

Packaging
units

0769NPE 0,35 M 10 x 45 13,5 6,2 34 1-2 12 500

0705NPE 0,35 M 10 x 50 13,5 6,2 34 1-2 12 500

0752NPE 0,35 M 10 x 60 13,5 6,2 34 1-2 12 500

0758NPE 1,00 M 16 x 80 21,3 12,2 44 1-2 22 250

0760NPE 1,00 M 16 x 100 21,3 12,2 44 1-2 22 250

Product 
no 

Load 
t

Size           
d x h 

Tube D 
mm

Pin a 
mm

Plate Dd 
mm

Pd 
mm

g 
mm

Packaging
units

0769NP 0,35 M 10 x 45 13,5 6,2 34 1-2 12 500

0705NP 0,35 M 10 x 50 13,5 6,2 34 1-2 12 500

0752NP 0,35 M 10 x 60 13,5 6,2 34 1-2 12 500

0758NP 1,00 M 16 x 80 21,3 12,2 44 1-2 22 250

0760NP 1,00 M 16 x 100 21,3 12,2 44 1-2 22 250

Fixing socket PVA-NH 

Fixing socket PVA-NHR 

Fixing socket

Fixing socket

6
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Stainless with a wavy adhesion

Galvanized, with a wavy adhesion

Product 
no 

Load 
t

Size           
d x h 

Packaging
units

0701WE 0,10 M 6 x 40 500

0706WE 0,35 M 10 x 60 500

0731WE 0,50 M 12 x 60 500

0734WE 1,00 M 16 x 80 250

0736WE 1,00 M 16 x 100 250

0738WE 1,25 M 20 x 100 150

0739WE 1,68 M 24 x 120 100

Product 
no 

Load 
t

Size           
d x h 

Packaging
units

0702W 0,20 M 8 x 40 500

07036W 0,20 M 8 x 60 500

07038W 0,20 M 8 x 80 500

0710W 0,50 M 12 x 65 500

07101W 0,50 M 12 x 80 500

0712W 1,00 M 16 x 80 250

0716W 1,25 M 20 x 100 150

0720W 1,68 M 24 x 120 100

Fixing socket PVA-W

Fixing socket PVA-WE

Fixing socket

Fixing socket

7
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Product 
no 

Load 
t

Size           
d x h 

Tube D 
mm

Plate Dd 
mm

Pd 
mm

g 
mm

Packaging
units

0702WN 0,20 M 8 x 40 10,5 34 1-2 8 500

07036WN 0,35 M 10 x 60 13,5 34 1-2 12 500

07038WN 0,50 M 12 x 60 17,0 40 1-2 15 500

0710WN 0,50 M 12 x 65 17,0 40 1-2 15 500

07101WN 1,00 M 16 x 80 21,3 44 1-2 22 250

0712WN 1,00 M 16 x 100 21,3 44 1-2 22 150

0716WN 1,25 M 20 x 100 26,9 48 1-2 22 150

0720WN 1,68 M 24 x 120 33,7 57 1-2 25 100

Stainless with a wavy adhesion and nailing plate

Galvanized, with a wavy adhesion and nailing plate

Product 
no 

Load 
t

Size           
d x h 

Tube D 
mm

Plate Dd 
mm

Pd 
mm

g 
mm

Packaging
units

0702WNE 0,20 M 8 x 40 10,5 34 1-2 8 500

07036WNE 0,35 M 10 x 60 13,5 34 1-2 12 500

07038WNE 0,50 M 12 x 60 17,0 40 1-2 15 500

0710WNE 0,50 M 12 x 65 17,0 40 1-2 15 500

07101WNE 1,00 M 16 x 80 21,3 44 1-2 22 250

0712WNE 1,00 M 16 x 100 21,3 44 1-2 22 150

0716WNE 1,25 M 20 x 100 26,9 48 1-2 22 150

0720WNE 1,68 M 24 x 120 33,7 57 1-2 25 100

Fixing socket PVA-WN 

Fixing socket PVA-WNR 

Fixing socket

Fixing socket

8
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Waved end lifting anchors

DWL and DWK-Waved end lifting anchors are mainly 
used as precast concrete lifting anchors. To the socket 
inserts of the anchor is attached wavy rebar for an-
choring. Due to its construction the anchor is suitable 
especially for thin items such as walls, balcony slabs, 
stair elements, etc.

Waved end lifting anchors are available for different operating 
conditions with galvanized, stainless steel or acid-fast threaded 
sockets; the rebar is untreated. 

Upon ordering, waved end lifting anchors are available also 
with stainless steel rebar. Anchors are available in two different 
lengths. Type DWL is with long rebar and DWK is with short 
rebar.

For fastening to formwork we have a wide range of tools such 
as a Magnetic holder HM4 for steel formworks, nailing plate TPK 
and TPM wooden formworks.

The anchors that remain exposed in the concrete structures can, 
after their use, be covered with the covering caps designed for 
this purpose, which have several color options according to the 
color of the concrete surface.
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Product 
no 

Load 
t

Size           
d x h 

D 
mm

c 
mm

e 
mm

f 
mm 

Packaging
units

0200E 0,5 Rd 12 x 137 16 8 22 40 250 

0202E 0,8 Rd 14 x 170 20 10 25 48 200 

0204E 1,2 Rd 16 x 216 21,5 12 27 58 100 

0206E 1,6 Rd 18 x 235 24 14 34 65 100 

0208E 2,0 Rd 20 x 257 27 16 35 70 50 

0210E 2,5 Rd 24 x 360 32 16 43 80 50 

0212E 4,0 Rd 30 x 450 38 20 56 101 1 

0214E 6,3 Rd 36 x 570 48 25 69 110 1 

0216E 8,0 Rd 42 x 620 54 28 80 140 1 

0218E 12,5 Rd 52 x 880 70 28 90 170 1 

Product 
no 

Load 
t

Size           
d x h 

D 
mm

c 
mm

e 
mm

f 
mm 

Packaging
units

0200 0,5 Rd 12 x 137 16 8 22 40 250 

0202 0,8 Rd 14 x 170 20 10 25 48 200 

0204 1,2 Rd 16 x 216 21,5 12 27 58 100 

0206 1,6 Rd 18 x 235 24 14 34 65 100 

0208 2,0 Rd 20 x 257 27 16 35 70 50 

0210 2,5 Rd 24 x 360 32 16 43 80 50 

0212 4,0 Rd 30 x 450 38 20 56 101 1 

0214 6,3 Rd 36 x 570 48 25 69 110 1 

0216 8,0 Rd 42 x 620 54 28 80 140 1 

0218 12,5 Rd 52 x 880 70 28 90 170 1 

0219 15,0 Rd 56 x 1200 70 36 80 170 1

0220 20,0 Rd 60 x 1400 76 40 85 170 1

0221 22,0 Rd 48 x 1260 70 40 60 140 1

Stainless threaded sockets with long anchoring

Waved end lifting anchor DWL 

Waved end lifting anchor DWL-E

With galvanized threaded socket and long anchoring

Waved end 
lifting anchors

Waved end 
lifting anchors

2
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Product 
no 

Load 
t

Size             
d x h 

D 
mm

c 
mm

e 
mm

f 
mm 

Packaging
units

0250E 0,5 Rd 12 x 108 16 8 22 40 250 

0252E 0,8 Rd 14 x 130 20 10 25 48 200 

0254E 1,2 Rd 16 x 167 21,5 12 27 58 100 

0256E 1,6 Rd 18 x 175 24 14 34 65 100 

0258E 2,0 Rd 20 x 187 27 16 35 70 50 

0260E 2,5 Rd 24 x 240 32 16 43 80 50 

0262E 4,0 Rd 30 x 300 38 20 56 101 1 

0264E 6,3 Rd 36 x 380 48 25 69 110 1 

0266E 8,0 Rd 42 x 450 54 28 80 140 1 

Product 
no 

Load 
t

Size             
d x h 

D 
mm

c 
mm

e 
mm

f 
mm 

Packaging
units

0250 0,5 Rd 12 x 108 16 8 22 40 250 

0252 0,8 Rd 14 x 130 20 10 25 48 200 

0254 1,2 Rd 16 x 167 21,5 12 27 58 100 

0256 1,6 Rd 18 x 175 24 14 34 65 100 

0258 2,0 Rd 20 x 187 27 16 35 70 50 

0260 2,5 Rd 24 x 240 32 16 43 80 50 

0262 4,0 Rd 30 x 300 38 20 56 101 1 

0264 6,3 Rd 36 x 380 48 25 69 110 1 

0266 8,0 Rd 42 x 450 54 28 80 140 1 

With stainless threaded socket and short anchoring

Waved end lifting anchor DWK

Waved end lifting anchor DWK-E

With galvanized threaded socket and short anchoring

Waved end 
lifting anchors

Waved end 
lifting anchors

3
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SNA lifting anchors

SNA lifting anchors are mainly used for precast 
concrete lifting anchors. The internally threaded 
socket of the anchor is attached to a straight or 
spherical rebar for anchoring. Due to its construction 
the anchor is especially suitable for thin items such 
as walls, balcony plates, stair elements, as well as 
sandwich panels.
 
Anchors are available for different operating conditions 
galvanized, stainless steel or acid-proof threaded sockets, the 
rebar is untreated. The length and thickness of the anchoring 
steel of the anchor can be converted to your particular needs, 
but in this case must be taken into account that the value of the 
load may change.

For sandwich elements a suitable lifting anchor, has been 
designed where the anchor steel is shaped. For fastening to 
the formwork we have a wide range of tools, such as Magnetic 
holder HM4 for steel formwork, nailing plate TPK and TPM 
wooden formwork.

The anchors that remain exposed in the concrete structures 
can, after their use, be covered with the covering caps designed 
for this purpose, which are available in several color options 
according to the color of the concrete surface.
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Product 
no 

Load 
t

Size           
d x h 

D 
mm 

c 
mm 

e 
mm 

Packaging
units

0100 0,5 Rd 12 x 190 16 8 22 250 

0102 0,8 Rd 14 x 230 20 10 25 200 

0104 1,2 Rd 16 x 250 22 12 27 100 

0106 1,6 Rd 18 x 300 25 14 34 100 

0108 2,0 Rd 20 x 350 27 16 35 50 

0112 2,5 Rd 24 x 400 31 16 43 50 

0116 4,0 Rd 30 x 500 38 20 56 1 

0118 4,0 Rd 30 x 900 38 20 56 1 

0120 6,3 Rd 36 x 650 48 25 69 1 

0122 6,3 Rd 36 x 900 48 25 69 1 

0124 8,0 Rd 42 x 800 54 28 80 1 

0126 12,5 Rd 52 x 900 70 28 90 1 

With stainless threaded socket

Lifting anchor SNA

Lifting anchor SNA-E

With galvanized threaded socket

SNA lifting anchors 

SNA lifting anchors 

Product 
no 

Load 
t

Size           
d x h 

D 
mm 

c 
mm 

e 
mm 

Packaging
units

0100E 0,5 Rd 12 x 190 16 8 22 250

0102E 0,8 Rd 14 x 230 20 10 25 200

0104E 1,2 Rd 16 x 250 22 12 27 100

0106E 1,6 Rd 18 x 300 25 14 34 100

0108E 2,0 Rd 20 x 350 27 14 35 50

0112E 2,5 Rd 24 x 400 31 16 43 50

0116E 4,0 Rd 30 x 500 38 20 56 1

0118E 4,0 Rd 30 x 900 38 20 56 1

0119E 6,3 Rd 36 x 650 48 25 69 1

0122E 6,3 Rd 36 x 900 48 25 69 1

0124E 8,0 Rd 42 x 800 54 28 80 1

0126E 12,5 Rd 52 x 900 70 28 90 1
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Lifting Sockets

Lifting sockets are suitable for lifting all types 
of precast concrete.

The base of the socket inserts of the anchor base is either replaced by 
a plug (HA) or a flattened (HAL) so that the fresh concrete would not 
penetrate to the thread during placing. At the bottom of the HLA-slab 
anchor is welded transversely, a steel plate. It is specially designed for 
lifting plate-shaped elements. The lifting sockets are available for diffe-
rent operating conditions: galvanized, stainless A2 and A4. 

For formwork fastening we have a wide range of tools, such as a Mag-
netic holder HM4 for steel formworks, Nailing plate TPK and TPM for 
wooden formworks, as well as a variety of protective caps to protect 
the thread during concrete pouring and after the use of the thread.

The parts that remain exposed in the concrete structures can, after 
their use, be covered with the covering caps designed for this pur-
pose, which have several color options according to the color of the 
concrete surface.
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Product 
no

Load
t

Size           
d x h 

D 
mm 

a 
mm 

e 
mm 

Packaging
units

0070E 0,5 Rd 12 x 40 16 8,0 22 500 

0072E 0,8 Rd 14 x 48 18 10,0 25 250 

0074E 1,2 Rd 16 x 54 21 13,0 27 250 

0076E 1,6 Rd 18 x 65 25 13,0 34 150 

0078E 2,0 Rd 20 x 70 27 16,0 35 150 

0080E 2,5 Rd 24 x 80 32 17,0 43 100 

0082E 4,0 Rd 30 x 100 38 21,5 56 50 

0084E 6,3 Rd 36 x 125 48 25,0 69 25 

0086E 8,0 Rd 42 x 140 54 30,0 80 20 

0088E 12,5 Rd 52 x 170 70 38,0 97 10 

Product 
no

Load
t

Size           
d x h 

D 
mm 

a 
mm 

e 
mm 

Packaging
units

0050 0,5 Rd 12 x 40 16 8,0 22 500 

0052 0,8 Rd 14 x 48 18 10,0 25 250 

0054 1,2 Rd 16 x 54 21 13,0 27 250 

0056 1,6 Rd 18 x 65 25 13,0 34 150 

0058 2,0 Rd 20 x 70 27 16,0 35 150 

0060 2,5 Rd 24 x 80 32 17,0 43 100 

0062 4,0 Rd 30 x 100 38 21,5 56 50 

0064 6,3 Rd 36 x 125 48 25,0 69 25 

0066 8,0 Rd 42 x 140 54 30,0 80 20 

0068 12,5 Rd 52 x 170 70 38,0 97 10 

Stainless

Lifting Socket HA

Lifting Socket HA-E

Zinc plated

Lifting Sockets

Lifting Sockets

2
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Stainless

Lifting Socket HAL

Lifting Socket HAL-E

Zinc plated

Lifting Sockets

Lifting Sockets

Product 
no

Load
t

Size           
d x h 

D 
mm 

a 
mm 

e 
mm 

Packaging
units

0850 0,5 Rd 12 x 60 16 8,0 22 500 

0851 0,5 Rd 12 x 80 16 8,0 22 500 

0852 1,2 Rd 16 x 80 21 13,0 27 250 

0853 1,2 Rd 16 x 100 21 13,0 27 250 

0854 2,0 Rd 20 x 95 27 15,0 35 150 

0855 2,5 Rd 24 x 100 32 15,0 43 100 

0856 2,5 Rd 24 x 120 32 17,0 43 100 

0857 4,0 Rd 30 x 135 38 21,0 56 50 

0858 4,0 Rd 30 x 150 38 21,0 56 50 

Product 
no

Load
t

Size           
d x h 

D 
mm 

a 
mm 

e 
mm 

Packaging
units

0850E 0,5 Rd 12 x 60 16 8,0 22 500 

0851E 0,5 Rd 12 x 80 16 8,0 22 500 

0852E 1,2 Rd 16 x 80 21 13,0 27 250 

0853E 1,2 Rd 16 x 100 21 13,0 27 250 

0854E 2,0 Rd 20 x 95 27 15,0 35 150 

0855E 2,5 Rd 24 x 100 32 15,0 43 100 

0856E 2,5 Rd 24 x 120 32 17,0 43 100 

0857E 4,0 Rd 30 x 135 38 21,0 56 50 

0858E 4,0 Rd 30 x 150 38 21,0 56 50 

3
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Stainless

Plate Anchor HLA

Plate Anchor HLA-E

Zinc plated

Lifting Sockets

Lifting Sockets

Product 
no

Load
t

Size           
d x h 

Plate 
mm 

e 
mm 

D 
mm 

Packaging
units

0350 0,5 Rd 12 x 30 35 x 35 x 3 22 16 100 

0352 0,8 Rd 14 x 33 35 x 35 x 3 25 18 100 

0354 1,2 Rd 16 x 35 35 x 35 x 3 27 21 100 

0354/55 1,2 Rd 16 x 55 60 x 60 x 5 27 21 100

0356 1,6 Rd 18 x 44 60 x 60 x 5 34 25 50 

0358 2,0 Rd 20 x 47 60 x 60 x 5 35 27 50 

0360 2,5 Rd 24 x 54 80 x 60 x 5 43 32 50 

0360-70 2,5 Rd 24 x 70 190 x 70 x 5 43 32 50

0362 4,0 Rd 30 x 72 100 x 80 x 6 56 38 25 

0364 6,3 Rd 36 x 80 130 x 100 x 6 69 48 10 

0366 8,0 Rd 42 x 98 130 x 130 x 8 80 54 10 

0368 12,5 Rd 52 x 120 130 x 130 x 8 97 70 10 

Product 
no

Load
t

Size           
d x h 

Plate 
mm 

e 
mm 

D 
mm 

Packaging
units

0350E 0,5 Rd 12 x 30 35 x 35 x 3 22 16 100 

0352E 0,8 Rd 14 x 33 35 x 35 x 3 25 18 100 

0354E 1,2 Rd 16 x 35 35 x 35 x 3 27 21 100 

0356E 1,6 Rd 18 x 44 60 x 60 x 5 34 25 50 

0358E 2,0 Rd 20 x 47 60 x 60 x 5 35 27 50 

0360E 2,5 Rd 24 x 54 60 x 60 x 5 43 32 50 

0362E 4,0 Rd 30 x 72 130 x 130 x 8 56 38 25 

0364E 6,3 Rd 36 x 80 130 x 130 x 8 69 48 10 

4
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Lifting loops with a thread

Threaded lifting loops and LD lifting eyes are lifting 
devices, which can be used together with the corres-
ponding internal Rd or M-thread anchor for precast 
concrete lifting and transporting.

Using external threaded lifting loops in conjunction with internal 
threaded lifting anchors helps avoid cutting and patching of steel 
rod lifting loops of concrete units taking place at the work site.  
Instead of these operations, the lifting loop is removed from the 
element and if necessary, the mounting hole of the lifting part is 
capped. This facilitates and speeds up the installation of elements.

Lifting loops are marked with a plastic marking clip, showing the 
safe working load value and the thread type. The thread size is 
also reflected in the color of the marking clip, which is individual 
marked for every thread size. 

Lifting devices are CE marked.
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Threaded Lifting loop LL

Threaded Lifting loop LL

Rd-thread
The lifting angles 0 - 45 degrees

M-threaded
The lifting angles 0 - 45 degrees

Lifting loops with a thread

Lifting loops with a thread

Product 
no 

Load
t

Thread            
d x e 

Wire 
Ø mm 

h 
mm 

0651 0,5 M 12 x 22 6 155 

0653 0,8 M 14 x 24 7 155 

0655 1,2 M 16 x 27 8 155 

0657 1,6 M 18 x 34 9 190 

0659 2,0 M 20 x 35 10 215 

0661 2,5 M 24 x 37 12 255 

0663 4,0 M 30 x 50 16 300 

0665 6,3 M 36 x 65 18 340 

0667 8,0 M 42 x 70 20 425 

0669 12,5 M 52 x 80 26 480 

Product 
no 

Load
t

Thread            
d x e 

Wire 
Ø mm 

h 
mm 

0650 0,5 Rd 12 x 22 6 155 

0652 0,8 Rd 14 x 24 7 155 

0654 1,2 Rd 16 x 27 8 155 

0656 1,6 Rd 18 x 34 9 190 

0658 2,0 Rd 20 x 35 10 215 

0660 2,5 Rd 24 x 37 12 255 

0662 4,0 Rd 30 x 50 16 300 

0664 6,3 Rd 36 x 65 18 340 

0666 8,0 Rd 42 x 70 20 425 

0668 12,5 Rd 52 x 80 26 480 

2
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Threaded Lifting loop PL

Lifting loop LL-G

Rd-threaded and pressure plate
The lifting angles 0 - 90 degrees

M-thread
The lifting angles 0 - 90 degrees

Lifting loops with a thread

Lifting loops with a thread

Product 
no 

Load
t

Thread The pressure plate  
Ø mm 

Wire 
Ø mm 

h 
mm 

0650G8PL 0,5 Rd 12 47 6 335 

0654G8PL 1,2 Rd 16 56 8 385 

0658G8PL 2,0 Rd 20 68 10 470 

0660G8PL 2,5 Rd 24 74 12 550 

0662G8PL 4,0 Rd 30 90 16 590

0664G8PL 6,3 Rd 36 103 18 780 

0666G8PL 8,0 Rd 42 96 20 860

0668G8PL 12,5 Rd 52 120 26 1080

Product 
no 

Load
t

Thread The pressure plate  
Ø mm 

Wire 
Ø mm 

h 
mm 

0651G8 0,5 M 12 25 6 335 

0655G8 1,2 M 16 25 8 385 

0659G8 2,0 M 20 45 10 470 

0661G8 2,5 M 24 45 12 550 

0663G8 4,0 M 30 45 16 590

0665G8 6,3 M 36 75 18 780 

0667G8 8,0 M 42 75 20 860

0669G8 12,5 M 52 75 26 1080

Lifting loop LL-G

Rd-thread 
The lifting angles 0 - 90 degrees

Lifting loops with a thread

Product 
no 

Load
t

Thread The pressure plate  
Ø mm 

Wire 
Ø mm 

h 
mm 

0650G8 0,5 Rd 12 25 6 335 

0654G8 1,2 Rd 16 25 8 385 

0658G8 2,0 Rd 20 45 10 470 

0660G8 2,5 Rd 24 45 12 550 

0662G8 4,0 Rd 30 45 16 590

0664G8 6,3 Rd 36 75 18 780 

0666G8 8,0 Rd 42 75 20 860

0668G8 12,5 Rd 52 75 26 1080

3
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Lifting loop LD

Rd threaded and ball bearing swivel 
The lifting angles 0 - 90 degrees

Lifting loops with a thread

Product 
no 

Load
t

Thread The pressure plate  
Ø mm 

Hexagon 
mm 

0689 0,50 Rd 12 36 30

0690 0,70 Rd 14 36 30

0691 1,25 Rd 16 36 30 

0692 1,60 Rd 18 50 30 

0693 2,00 Rd 20 50 30 

0694 2,50 Rd 24 57 46

0695 4,00 Rd 30 66 46

0696 6,30 Rd 36 80 65 

0697 8,00 Rd 42 80 80

0698 12,50 Rd 52 80 80

Lifting loop LD

M-threaded and ball bearing swivel 
The lifting angles 0 - 90 degrees

Lifting loops with a thread

Product 
no 

Load
t

Thread The pressure plate  
Ø mm 

Hexagon 
mm 

0602 0,50 M 12 36 30

0604 0,70 M 14 36 30

0606 1,25 M 16 36 30 

0608 1,60 M 18 50 30 

0610 2,00 M 20 50 30 

0612 2,50 M 24 57 46

0614 4,00 M 30 66 46

0616 6,30 M 36 80 65 

0618 8,00 M 42 80 80

0620 12,50 M 52 80 80

4
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HM4-Magnetic holders

HM4-Magnetic holders are designed for fastening 
internal thread anchors to steel formworks. 
Neodymium magnets are used as a material to hold 
fast even on a small surface area.

Special heights or diameters of the body, as well as 
the body with replaceable screw elements can be 
implemented on request.
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Product 
no

Thread pin
M / Rd

Adhesion force 
kg

D 1 
mm

D 2 
mm

Recess h 
mm

HM4-6 
M8-1 M 8

100 65 60 12

HM4-6 
M10-1 M 10

HM4-6 
M12-1 M 12

HM4-6 
M14-1 M 14

HM4-6 
M16-1 M 16

HM4-6 
M18-1 M 18

HM4-6 
M20-1 M 20

HM4-6 
M24-1 M 24

Magnetic holder HM4-100

Magnetic holder HM4-50

100% holding force and 12 mm immersion 

50% of the holding force and 12 mm immersion HM4

HM4-Magnetic holders

HM4-Magnetic holders

Product 
no

Thread pin
M / Rd

Adhesion force 
kg

D 1 
mm

D 2 
mm

Recess h 
mm

HM4-3 
M8-1

M 8  
 

50

 
 

65

 
 

60

 
 

12

HM4-3 
M10-1

M 10

HM4-3 
M12-1

M 12

HM4-3 
M14-1

M 14

HM4-3 
M16-1

M 16

HM4-3 
M18-1

M 18

HM4-3 
M20-1

M 20

HM4-3 
M24-1

M 24

2
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Magnetic holder HM4-P

This magnetic holder is ideal for use when the element 
is lifted with the pressure plate type lifting loop.

HM4-Magnetic holders

Product 
no

Thread pin
M / Rd

Adhesion force 
kg

D 1 
mm

D 2 
mm

Recess h 
mm

HM4-P-12 12 100 50,5 47 10 

HM4-P-14 14 100 55,5 52 10 

HM4-P-16 16 100 59,2 56 10 

HM4-P-18 18 100 62,5 59 10 

HM4-P-20 20 150 73,5 70 10 

HM4-P-24 24 150 78,2 74 12 

HM4-P-30 30 150 94,2 90 12

HM4-P-36 36 150 105,2 101 12

HM4-P-42 42 200 115,3 110 15

HM4-P-52 52 200 135,3 130 15

3
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Plastic nailing plates

Plastc nailing plates are designed for internal 
thread anchors, such as concrete anchors, waved 
end lifting anchors, lifting sockets etc. fastening to 
wooden formworks. The concrete anchor is nailed 
to the formwork, after which the anchor is 
screwed into place.



Salon Tukituote Oy | Kaskiahonkatu 8, FI-24280 SALO, FINLAND
Tel. +358 (0)2 731 2415, Fax +358 (0)2 733 3922, tukituote@tukituote.fi www.tukituote.fi

Product 
no

Thread 
M/Rd Recess Ø D1 Ø D2 Packing unit 

pcs

01311 12 15 42 59 350

01312 16 15 42 59 700

01313 20 15 42 59 350

Plastic nailing plate TPK

Plastic nailing plate TPM

M and Rd threads 

M and Rd threads 

Plastic nailing plates

Plastic nailing plates

Product 
no

Thread 
M/Rd Recess Ø D1 Ø D2 Packing unit 

pcs

0901 10 10 40 30 250

0900 12 10 40 30 250

0903 14 10 40 30 250

0904 16 10 55 45 250

0906 18 10 55 45 250

0908 20 10 55 45 250

0910 24 10 55 45 250

0912 30 10 70 60 250

0914 36 10 70 60 1

0916 42 12 96 86 1

0918 52 12 96 86 1

2
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Plastic protective caps

Plastic protective caps are designed for protection 
of the internal thread of the anchors with internal 
threads. When the anchor is protected by a cap the 
thread part can be used without problems that may 
be caused by the percolation of fresh concrete to the 
thread or freezing of water outside, so that the lifting 
loop or fastening screws can be difficult to screw into 
place. 
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Plastic protective cap MK

Plastic protective cap ST

Plastic protective cap MTK

M and Rd threads with off-white color

M and Rd threads with off-white color

M and Rd-threads with gray color

Plastic protective caps

Plastic protective caps

Plastic protective caps

Product 
no 

Thread 
M/Rd 

Packaging
units

0950 12 100

0952 14 100

0954 16 100

0956 18 100

0958 20 100

0960 24 100

0962 30 100

0964 36 100

0966 42 100

0968 52 100

Product 
no 

Thread 
M/Rd 

Packaging
units

01331 M 12 500

01332 M 16 500

01333 M 20 500

01334 M 24 500

This cap is a normal protective cap equipped 
with a thicker base, so the threads part can be 
embedded deeper for example, for the concrete 
surface grinding purposes. Therefore it is not 
exposed the steel threaded socket but the 
smooth concrete gray cap covers it.

Product 
no 

Thread 
M/Rd Color Packaging

units

01310K M 10 gray 1000

01312K M 12 gray 1000

2
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Cover plates and cover caps 

The purpose of plastic cover plates and cover caps is 
to hide the thread hole of the internal thread anchor 
unnecessarily remaining exposed. Cover plates and 
cover caps are of different colors according to the co-
lors of the targeted use. Using the right-colored cove-
ring parts achieves an extremely finished and beauti-
ful looking result on the concrete surface.

Cover caps benefits and features
• finished result
• numbers of different color options
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Cover cap PT

Cover plate PL

M and Rd threads

M and Rd threads

Cover plates and cover caps

Cover plates and cover caps

Product 
no

Thread 
M/Rd 

Diameter 
of the disc Color Packing unit 

pcs

01370 M16 95 Gray 300

01371 M16 95 white 300

Product 
no Type Thread 

M/Rd 
Diameter 
of the disc Color Packing unit 

pcs

01350 PT  16 V M12 ja M16 35 White 100

01351 PT  16 VH M12 ja M16 35 Light gray 100

01352 PT  16 H M12 ja M16 35 Gray 100

01355 PT  16 P M12 ja M16 35 Reddish
(Natural gravel) 100

01350-1 PT 16 M M12 ja M16 35 Black 100

01356 PT 24 V M20 ja M24 35 White 100

01357 PT 24 VH M20 ja M24 35 Light gray 100

01358 PT 24 H M20 ja M24 35 Gray 100

01362 PT 24 P M20 ja M24 35 Reddish
(Natural gravel) 100

01363 PT 30 VH M30 45 Light gray 100

01364 PT 30 H M30 45 Gray 100

01365 PT 30 P M30 45 Reddish
(Natural gravel) 100

2
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Threaded bars and external threaded products
Threaded products for builders

We supply and manufacture external threaded parts for a 
variety of applications, such as concrete builders for threaded 
anchor formwork attachments and a variety of adhesion needs. 
Threaded bars are available treated according to your mounting 
needs in pieces according to the dimensions, bended, etc. 

We are able to provide flexibility from orders for a few pieces to 
orders of thousands of pieces.

For special needs, we can manufacture special-dimension 
threaded products, as well as special threads with the threading 
machine. 
 
Our range Of prOducts
•	 standard	threaded	bar	(also	cutted	and/or	bended)
• threaded round bars and pipes
• threaded rebar
• thread can be rolled or machined

Standard	steel	qualities	for	threaded	pins	and	bolts:	
S355, S235, 1.4404, 1.4301 and 1.4305.

We thread also other raw materials, on request where possible. 
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The capstan anchor system is comprised of various lifting 
anchors each with a capstan end, which fits a capstan lifter 
in its corresponding load category. The capstan lifter can thus 
be fixed to the anchor extremely quickly and safely. Capstan 
anchors are available in various anchoring. The anchoring can 
be spherical, rebar or welded plate that enabling a compact 
build for slabs. The capstan anchor system comes with 
additional tools for attaching to the formwork such as pocket 
formers, which can be made of rubber, steel or a magnet. 
Capstan anchors are suited for lifting all types of elements such 
as concrete pipes, slabs etc.

CapsTan LifTers
BenefiTs and speCifiCaTions of 
The CapsTan anChor sysTem
•	quick	to	use	as	the	lifting	system	can	be	attached	in	one	motion
•	 versatile	uses
•	 load	categories	1,3t	–	32t

The anchors can be provided in zinc plated, stainless steel or acid proof steel.

our produCT range
•	Capstan	anchor	KK
	 -	 spherical	anchor
•	Capstan	anchor	KK-T
	 -	 straight	rebar	anchor
•	Capstan	anchor	KK-L
	 -	 steel	plate	anchor
•	 	 Capstan	anchor	KK-S
	 -	bent	rebar	anchoring	(suitable	for	lifting	sandwich	elements)

reCommended aCCessories
accessories for Capstan anchor formwork fastening and lifting.
•	Pocket	former	KK
•	Magnetic	holder	HM5

Lifting Anchor System KK
Capstan anchors and lifting shackle
For lifting all types of concrete elements
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TPA-System

The TPA-lifting anchor system is comprised of steel plate lifting 
anchors (spread anchors) and ring clutchs, as well as recess for-
mers for fastening to the formwork. There are various types of 
TPA anchors available and the system is suitable for transpor-
ting all types of concrete elements. 

Benefits and specifications of spread anchors
•	quick	to	use	as	the	lifting	system	can	be	attached	in	one	motion
•		versatile	uses
•	 load	capacity	0,7t	–	26t	per	anchor

our product range
•	 Lifting	anchor	TPA-S
	 -	 spread	anchor
•	 Lifting	anchor	TPA-Z
	 -	 eye	for	anchoring	bar
•	 Lifting	anchor	TPA-U
	 -	universal	anchor
	 -	 load	1,25t
	 -	 types	of	steel:	plain	steel,	hot	dip	galvanized	and	stainless	steel
•	 Lifting	anchor	TPA-P
	 -	 steel	plate	anchor	for	lifting	slabs
•	 Lifting	anchor	TPA-F
	 -	 foot	anchor
•	 Lifting	anchor	TPA-ST	(F)
	 -	 cross	hole	for	anchoring	with	rebar
	 -	 also	available	as	hot	zinc	galvanized	(F)
	 -	 Lifting	anchor	for	sandwich	element

recommended accessories
Suitable formwork fixing and lifting accessories for TPA-lifting anchors
•		Ring	Clutch	TPA-R1
•		Ring	Clutch	TPA-R1S	(with	rope)
•		Recess	former	TPA-A1
•		Magnetic	holder	HM9
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by
Approvals and quality 

documents:
Ask for more details 
from our sales staff.

Concrete Loop BS

BS-wire lifting loops are concrete element lifting anchors, 
which are not visible after assembly. They are especially 
well suited for lifting foundation elements, concrete beams 
and hollow-core slab transportation. This lifting system is 
comprised of steel wire, oval shaped lifting anchors (Wire 
loop BS) and pocket formers that are used for fixing the wire 
loops to the concrete for lifting. 

BenefiTS and SpecificaTionS of
• there are no post assembly protruding objects
• load capacity 0,8t – 99t per anchor

our producT range
• Wire loop BS
 - Zinc plated steel wire
• Wire loop BS-PP
 - manufactured from polypropylene
 - will not rust

recommended acceSSorieS
accessories suitable for BS-wire loop formwork attaching
•	Magnetic	recess	former


