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Waved end lifting anchors

DWL and DWK-Waved end lifting anchors are mainly 
used as precast concrete lifting anchors. To the socket 
inserts of the anchor is attached wavy rebar for an-
choring. Due to its construction the anchor is suitable 
especially for thin items such as walls, balcony slabs, 
stair elements, etc.

Waved end lifting anchors are available for different operating 
conditions with galvanized, stainless steel or acid-fast threaded 
sockets; the rebar is untreated. 

Upon ordering, waved end lifting anchors are available also 
with stainless steel rebar. Anchors are available in two different 
lengths. Type DWL is with long rebar and DWK is with short 
rebar.

For fastening to formwork we have a wide range of tools such 
as a Magnetic holder HM4 for steel formworks, nailing plate TPK 
and TPM wooden formworks.

The anchors that remain exposed in the concrete structures can, 
after their use, be covered with the covering caps designed for 
this purpose, which have several color options according to the 
color of the concrete surface.
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Product 
no 

Load 
t

Size           
d x h 

D 
mm

c 
mm

e 
mm

f 
mm 

Packaging
units

0200E 0,5 Rd 12 x 137 16 8 22 40 250 

0202E 0,8 Rd 14 x 170 20 10 25 48 200 

0204E 1,2 Rd 16 x 216 21,5 12 27 58 100 

0206E 1,6 Rd 18 x 235 24 14 34 65 100 

0208E 2,0 Rd 20 x 257 27 16 35 70 50 

0210E 2,5 Rd 24 x 360 32 16 43 80 50 

0212E 4,0 Rd 30 x 450 38 20 56 101 1 

0214E 6,3 Rd 36 x 570 48 25 69 110 1 

0216E 8,0 Rd 42 x 620 54 28 80 140 1 

0218E 12,5 Rd 52 x 880 70 28 90 170 1 

Product 
no 

Load 
t

Size           
d x h 
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c 
mm

e 
mm

f 
mm 

Packaging
units

0200 0,5 Rd 12 x 137 16 8 22 40 250 

0202 0,8 Rd 14 x 170 20 10 25 48 200 

0204 1,2 Rd 16 x 216 21,5 12 27 58 100 

0206 1,6 Rd 18 x 235 24 14 34 65 100 

0208 2,0 Rd 20 x 257 27 16 35 70 50 

0210 2,5 Rd 24 x 360 32 16 43 80 50 

0212 4,0 Rd 30 x 450 38 20 56 101 1 

0214 6,3 Rd 36 x 570 48 25 69 110 1 

0216 8,0 Rd 42 x 620 54 28 80 140 1 

0218 12,5 Rd 52 x 880 70 28 90 170 1 

0219 15,0 Rd 56 x 1200 70 36 80 170 1

0220 20,0 Rd 60 x 1400 76 40 85 170 1

0221 22,0 Rd 48 x 1260 70 40 60 140 1

Stainless threaded sockets with long anchoring

Waved end lifting anchor DWL 

Waved end lifting anchor DWL-E

With galvanized threaded socket and long anchoring

Waved end 
lifting anchors

Waved end 
lifting anchors
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Product 
no 

Load 
t

Size             
d x h 

D 
mm

c 
mm

e 
mm

f 
mm 

Packaging
units

0250E 0,5 Rd 12 x 108 16 8 22 40 250 

0252E 0,8 Rd 14 x 130 20 10 25 48 200 

0254E 1,2 Rd 16 x 167 21,5 12 27 58 100 

0256E 1,6 Rd 18 x 175 24 14 34 65 100 

0258E 2,0 Rd 20 x 187 27 16 35 70 50 

0260E 2,5 Rd 24 x 240 32 16 43 80 50 

0262E 4,0 Rd 30 x 300 38 20 56 101 1 

0264E 6,3 Rd 36 x 380 48 25 69 110 1 

0266E 8,0 Rd 42 x 450 54 28 80 140 1 

Product 
no 

Load 
t

Size             
d x h 

D 
mm

c 
mm

e 
mm

f 
mm 

Packaging
units

0250 0,5 Rd 12 x 108 16 8 22 40 250 

0252 0,8 Rd 14 x 130 20 10 25 48 200 

0254 1,2 Rd 16 x 167 21,5 12 27 58 100 

0256 1,6 Rd 18 x 175 24 14 34 65 100 

0258 2,0 Rd 20 x 187 27 16 35 70 50 

0260 2,5 Rd 24 x 240 32 16 43 80 50 

0262 4,0 Rd 30 x 300 38 20 56 101 1 

0264 6,3 Rd 36 x 380 48 25 69 110 1 

0266 8,0 Rd 42 x 450 54 28 80 140 1 

With stainless threaded socket and short anchoring

Waved end lifting anchor DWK

Waved end lifting anchor DWK-E

With galvanized threaded socket and short anchoring

Waved end 
lifting anchors

Waved end 
lifting anchors
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